
BICOM
VENDING MACHINES

M1
SMART AUTOMATED FOOD RETAIL SOLUTION

230/240 Vac

50/60 Hz

0/+4 °C

-18 °C

680 mm

640 mm

75 kg

680 mm

600 mm

75 kg

600 mm

640 mm

75 kg

250 × 185 × H 50 mm

Wi-Fi

Backup

84768100

84769000

BICOM VENDING MACHINES
Designed and manufactured in Italy

Via Risorgimento 440/L · 40069 Zola Predosa (BO) · Italy
info@bicomvending.com · +39 051 759225 · www.bicomvending.com

TECHNICAL DATA SHEET 2026
INDICATIVE VALUES

POWER SUPPLY
ELECTRICAL REQUIREMENTS

Voltage

Frequency

Maximum current 1.0 A

CONFIGURATIONS

Chilled

Frozen

Connectable modules Up to 4

KIOSK DIMENSIONS

Height 1,180 mm

Width

Depth

Weight

REFRIGERATED MODULE

Height 1,560 mm

Width

Depth

Weight

FREEZER MODULE

Height 1,652 mm

Width

Depth

Weight

PRODUCTS AND CAPACITY

Max. dimensions*

Capacity per module Up to 32 products
* Maximum dimensions per side; actual dimensions
depend on the product format.

CONNECTIVITY AND FEATURES

Connection

Management Remote control

Internal UPS
The UPS keeps the PC running and enables email
alerts to be sent during a power outage.

CUSTOMS CODES

M1 HS code

Spare parts HS code



