
BICOM
VENDING MACHINES

MIDA 300 T
AUTOMATED HOT MEAL SOLUTION

16 A

850-950 mm

400 kg
420 kg

-18 °C

0/+4 °C

Touchscreen 27” 16:9 Full HD

240 × 200 × H 47 mm

84768100

84769000

155 mm

290 mm

BICOM VENDING MACHINES
Designed and manufactured in Italy

Via Risorgimento 440/L · 40069 Zola Predosa (BO) · Italy
info@bicomvending.com · +39 051 759225 · www.bicomvending.com

TECHNICAL DATA SHEET 2026
INDICATIVE VALUES

POWER SUPPLY
ELECTRICAL REQUIREMENTS

Voltage 230 or 240 Vac

Frequency 50 or 60 Hz

Connection

Maximum power* 3.5 kW
* Only while the oven is operating.
Check the data on the machine rating plate.

DIMENSIONS
STANDARD CONFIGURATION

Height 1,910 mm

Width 1,335 mm

Depth

Weight

DIMENSIONS WITH CUTLERY

Height 1,910 mm

Width 1,490 mm

Depth 1,000 mm

Weight

REFRIGERATION

Frozen

Chilled

OTHER FEATURES

Max. tray size

MIDA HS code

Spare parts HS code
CUTLERY DISPENSER

Height 1,520 mm

Width

Depth

CAPACITY

Capacity Up to 88 meals

Using the standard format specified.
Other heights available on request.



